selec

Creating Best Value

BANG GIA THIET Bl PIEN SELEC 2021

AP DUNG TU’ NGAY 01/01/2021

N . s o ez Gia (VND)
M6 ta
Hinh anh M& hang (C6 VAT)
DONG HO KIM
-bdng hd do dién ap
A(';"é\)’gé)’\' -Hién thi dang analog 157,000
-Dai hién thi: kim léch 0 dén 90 do
-Pham vi do lwdng : 0 dén 300v ( AM-V-3N)
AMAV-3.L 0 dén 500v ( AM-3-3L)
(géxéﬁ-) -D9 chinh xac: 1.5 ] 157,000
-Tan sO hoat ddng: 45 dén 65 Hz
AM-1-3-50/5A
(96X96) 157,000
AM-I-3-100/5A
(96X96) 157,000
AM-1-3-200/5A
(96X96) 157,000
AM-1-3-75/5A
(96X96) 157,000
AM-I-3-150/5A
(96X96) 157,000
AM-I-3-250/5A
(96X96) 157,000
AM-1-3-300/5A
(96X96) 157,000
AMigg;?gog;/ oA o 157,000
-Bong ho do dong dién
AM-1-3-500/5A -Hién thi dang analog 157 000
(96X96) -Dai hién thij: kim léch 0 dén 90 do ’
AM-1-3-600/5A -Pham vi do lwdng : 0 dén 5A ( CT secondary )
(96X96) -Do chinh xac: 1.5 157,000
-Tan sbé hoat déng: 45 dén 65 Hz
AM-1-3-800/5A S
(96X96) 157,000
AM-1-3-1000/5A
(96X96) 157,000
AM-1-3-1250/5A
(96X96) 157,000
AM-1-3-1500/5A
(96X96) 157,000
AM-1-3-1600/5A
(96X96) 157,000
AM-I-3-2000/5A
(96X96) 157,000
AM-1-3-2500/5A
(96X96) 157,000
AM-I-3-3000/5A
(96X96) 157,000
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Gia (VND)

Hinh anh Ma hang Mo ta (C6 VAT)
DONG HO TU BIEN DANG SO HIEN THI DANG LED
MA12 - Béng hé do Dong dién AC gian tiép qua CT
(48x96) - Hién thi 4 sé’, dang LED 7 doan 363,000
- Cai d&t hé sb6 CT: 5 - 4000A
- Dai hién thi: 0 - 4960A
('\42(27022) - Mang ké’g ndi: 1 pha 2 day 393,000
- Ngudn c&p: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz)
MA302 - Bao vé mat trwére: IP65 393.000
(96x96) - Chiéu cao ctia LED hién thi: 14.2 mm ’
- Bong ho do Dong dién AC gian tiép qua CT
- Hién thi 4 sb, dang LED 7 doan
- Cai dat hé sb CT: 1/5 - 999 KA
MA335 - Dai hién thi: 0 - 999 KA 545,000
(96x96) - Mang két ndi: 1 pha 2 day hoac 3 pha 3/4 day '
- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
- Bao vé mat trwére: 1P40
- Chiéu cao clia LED hién thi: 14.2 mm
MV15 - Béng hé do bién ap 363,000
(48x96) - Hién thi 3 s6, dang LED 7 doan
- Dai hién thi: 0 - 516V
MV205 - Mang ké’g ndi: 1 pha 2 day 363.000
(72x72) - Ngudn cép: AC: 240V AC +20%, (50 / 60Hz) :
110V AC +20%, (50 / 60Hz)
- Bao vé mat truwoce: IP65
('\g;/f;; - Chiéu cao clia LED hién thi: 14.2 mm 363,000
- Bdng hd do Pién ap trung va ha thé
- Hién thj 4 sb, dang LED 7 doan
- Cai d&t hé sb PT so cép: 100 ~ 999 KV
MV334 - Cai dét hé sb PT thir cép: 100 ~ 500 V 484.000
(96x96) - Mang két ndi: 1 pha 2 day hoac 3 pha 3/4 day '
- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
- Bao vé mat trwére: 1P40
- Chiéu cao ctia LED hién thj: 14.2 mm
MF16 - Bbng hd do Téan S6 424,000
_ (48x96) - Hién thj 4 sb, dang LED 7 doan
| selec  wre - Dai do lwong: 45 - 65Hz
MF216 - Do phan giai: 0.01
(72x72) - Mang két néi: 1 pha 2 day 436,000
- Ngudn cép: AC: 240V AC +20%, (45 - 65Hz)
ME316 110V AC +20%, (45 - 65Hz)
(96x96) - Chiéu cao clia LED hién thi: 14.2 mm 436,000
Pl o 18,96) -Bdng hé do Hé 6 CosPhi 545,000
, - Hién thj 4 s, dang LED 7 doan
MP214 - D6 phan giai: 0.001
(72x72) - Mang két néi: 1 pha 2 day 545,000
MP314 - Ngu‘c‘“)n cép: AC: 240V AC £20%, (50 / 60Hz)
- Chiéu cao ctia LED hién thi: 14.2 mm 545,000
(96x96)
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Gia (VND)

Hinh anh Ma hang Mo ta (C6 VAT)
MA12-20A-AC
. s ) 666,000
(48x96) - Bdng hoé do dong dién AC tryc tiép
- Hién thi 4 sb, dang LED 7 doan
MA12-AC-2/20mA | _ paj hién thi: 0 ~ 20/200/2000 mA, 20A 587,000
(48x96) - Mang két néi: 1 pha 2 day
MA12-AC-200/2000mA | - Nguon cap: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz) 587,000
(48x96) s
- Bao vé mat truwédce: IP65
MA302-20A-AC - Chiéu cao cla LED hién thi: 14.2 mm 666.000
(96x96) ;
MV15-AC-20/200V |- Bdng ho do dién ap 587 000
(48x96) - Hién thi 3 sb, dang LED 7 doan ’
- Dai hién thi: 0 ~200/2000 mV, 0 ~ 20/200 V
- Mang két néi: 1 pha 2 day
- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz)
MV15-AC4:82%%/2000mV - B&o vé mat truéc: IP65 587,000
(48x96) - Chidu cao ctia LED hién thi: 14.2 mm
DONG HO TU BIEN DANG SO DUNG DONG DIEN DC HIEN THI DANG LED
MA12-DC-2mA
(48x96) o 587,000
- Bong ho do Dong dién DC
MA12-DC-20mA | - Hién thj 4 6, dang LED 7 doan 587 000
(48x96) - Cai dat hé s Shunt hodc két ndi truc tiép
- Dai hién thi: 0 - 4960A
MAlZ;gCééoomA - Mang két néi: 1 pha 2 day 587,000
(48x96) - Ngubn cAp: AC: 240V AC +20%, (50 / 60Hz)
MA12-75mV-DC . 5 110V AC +20%, (50 / GOHZ)
(48x96) - Bao vé mat trwdc: IP65 533,000
- Chiéu cao clia LED hién thi: 14.2 mm
MA302-75mV-DC
(96x96) 549,000
- Bdng hé do bién 4p DC
- Hién thi 3 sb, dang LED 7 doan
- Dai hién thi: (-)200 - 200 VDC
MV15-DC-200V - Mang két néi: 1 pha 2 day 685.000
(48x96) - Nguén cép: AC: 240V AC +20%, (50 / 60Hz) :
110V AC +20%, (50 / 60Hz)
- Bao vé mat trwoc: IP65
- Chiéu cao cla LED hién thi: 14.2 mm
DONG HO TU BIEN DANG SO HIEN THI DANG LCD
- Bong hd do Dong dién AC
- Hién thi 4 sb, dang LCD
(“fé\ffé - Cai dt hé s6 CT: 5 - 5000A 557,000
- Dai hién thi: 0 - 6200A
- Mang két néi: 1 pha 2 day
- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz)
MA201 - Bao vé mat truwéce: IP65 617,000
(72x72) - Chiéu cao cia LED hién thi: 14.2 mm

- C6 biéu dd hién thi % tai
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Hinh anh

Ma hang

M6 ta

Gia (VND)
(Cé VAT)

MA2301

MA2301
(72x72)

- Bdng hé do Dong dién 3 pha

- Hién thi 4 sb, dang LCD

- Cai dat hé sb CT: 5 - 5000A

- Dai hién thi: 0 - 6200A

- Mang két néi: 3 pha 4 day

- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
- Bao vé mat truwdce: IP54

- Chiéu cao ctia LED hién thi: 14.2 mm

- C6 biéu dd hién thi % tai

744,000

MV507
(48x48)

MV207
(72x72)

- Béng hé do bién ap

- Hién thi 3 sb, dang LCD

- Dai hién thi: 0 - 516V AC

- Mang két néi: 1 pha 2 day

- Ngudn c&p: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz)

- Bao vé mat truvoc: IP65

- Chiéu cao cla LED hién thi: 14.2 mm

- C6 biéu dd hién thi % dién ap

545,000

605,000

MV2307
(72x72)

- Béng hé do bién ap 3 pha

- Hién thi 3 sé, dang LCD

- Dai hién thi: 0 - 516V AC

- Mang két néi: 3 pha 3 day, 3 pha 4 day

- Ngudn cép: AC: 240V AC +20%, (50 / 60Hz)
110V AC +20%, (50 / 60Hz)

- Bao vé mat trwée: IP54

- Chiéu cao ctia LED hién thi: 14.2 mm

- C6 biéu dd hién thi % dién ap

714,000

DONG HO PO PIEN AP, DONG PIEN, TAN SO, COSPHI.

VAF36A
(96x96)

- Bdng hd do: Dién ap, dong dién va tan sb
- Hién thij 3 hang, 3 sb, dang LCD
- Cai dat hé s6 CT: 5A - 10.000A
- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3 day & 1 pha - 2 day
- Cai dat hé s6 PT So cap: 100V - 500kV
- Cai dat hé s6 PT Th c4p: 100 - 500V AC (L-L)
- Po duwoc dién ap trung va cao thé
- Ngudn cép: 230V AC + 20%

1,500,000

VAF39A
(96X96)

- Bdng hd do: Dién ap, dong dién va tan sb
- Hién thi 3 hang, 3 sb, dang LED
- Cai d&t hé s CT: 5A - 10.000A
- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3 day & 1 pha - 2 day
- Cai dat hé sb PT So cap: 100V - 500kV
- Cai dat hé sb PT Th c4p: 100 - 500V AC (L-L)
- Po duwoc dién ap trung va cao thé
- Ngudn cép: 230V AC + 20%

1,500,000
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Hinh anh

Ma hang

M6 ta

Gia (VND)
(Cé VAT)

MX300
(96X96)

MX300-C
(96X96)

- Béng hd do: Dién ap, dong dién, tAn sé, hé sb cong
suét, cong suét tiéu thy, cdng suét phan khang, cong
suét bidu kién ( Trc thoi)

- Hién thi 1 hang, 3 sb, dang LED

- Cai d&t hé s6 CT: 5A - 9999A

- Mang két néi: 1 pha - 2 day

- Cai dat hé sb PT So cap: 100V - 500kV

- Cai dat hé s6 PT Th c4p: 100 - 500V AC (L-L)

- Po duwoc dién ap tr ha thé dén cao thé

- Ngudn cép: 85-276 VAC/VDC

- C6 cbng truyén thong RS485 (MX300-C)

-Ngé ra: 1 C/ O (NO 5A @ 250V AC) (MX300-C)

- Phim nhé&n cam (ng

615,000

900,000

DONG HO PO DIEN NANG

EM306-A
(96x96)

- Pong hd do dién nang tiéu thu KWh.

- Hién thj 6 sb, dang LED

- Chiéu cao ctia LED hién thj: 14.2 mm

- Cai dathé s CT: 1/5A - 10.000A

- b6 phan gidi: 0.01,0.1,1 & 10

- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3day & 1 pha - 2 day

- Ng6 ra: xung &p 24vDC / dong 100mA

- D6 chinh xéac: cép 1

- C6 password bao vé

- Nguén cép: 230V AC  20%

1,573,000

selec
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EM368-C
(96x96)

- Bdng hé do: Pf, kWh, kVArh, kVAh, kW & kVAr
- Hién thij 8 sb, dang LCD
- Chiéu cao clia LED hién thj: 10.5 mm
- Caidathé s6 CT: 1/5A - 10.000A
- D6 phan giai: 0.01, 0.1, 1 & 10
- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3 day & 1 pha - 2 day
- Ngo ra: xung ap 24VDC / dong 100mA
- D6 chinh xéac: cép 1
- Cai dat hé s6 PT So cap: 100V - 500kV
- Cai dat hé sb PT Th c4p: 100 - 500V AC (L-L)
- Nguén cép: 85 - 270V AC/DC
- Truyén théng MODBUS RTU

2,178,000

PONG HO bO PA CHU'C NANG

EM2M-1P-C-100A-CE
(90x35)

-Dong ho do: V, A. Hz, Pf, kW, kVA, kVAr va do
kWh, KVAh, KVArh, céng suét hai chiéu

- Hién thi LCD 1.4 inch

- Po dong truc tiép 100A

- Mang két néi: 1 pha - 2 day

- Ng6 ra: 2 xung ap 24VDC / dong 100mA

- Do chinh xéac: cap 1

- Co password bao vé

- Ngudn cép: 176 to 276V AC (L - N)

- Truyén théng MODBUS RS485

1,330,000
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Hinh anh

M& hang

M6 ta

Gia (VND)
(Cé VAT)
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MFM383A
(96x96)

MFM383A-C
(96x96)

- Ddng hé do: V, A. Hz, Pf, kW, kVA, kVAr va do kWh,
KVAh, KVArh
- Hién thj 3 hang, 4 s6, dang LCD
- Hang tht 4: 8 sb (danh cho dién nang)
- Cai dat hé s6 CT: 1A/ 5A - 10.000A
- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3day & 1 pha - 2 day
- Ngd ra: xung ap 24VDC / dong 100mA
- D6 chinh xac: cép 1 (danh cho dién nang)
- Cai d&t hé s6 PT So cép: 100V - 10 KV
- Cai d&t hé s6 PT Thi cép: 100 - 500V AC (L-L)
- C6 password bao vé
- Ngudn cép: 85 - 270V AC
- Truyén théng MODBUS (MFM383A-C)

2,239,000

2,723,000

MFM284
(72x72)
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MFM384-C
(96x96)

-Ddng hé do: V, A. Hz, Pf, kW, kVA, kVAr, kWh,
kVArh, kVAh va do kWh, kVAh & kVArh
- Do va hién thi séng hai THD cla dién ap, dong dién
- Hién thj 4 hang, 4 sé, dang LCD
- Hang thi 5: 8 sb (danh cho dién nang)
- Cai dat hé s6 CT: 1A/ 5A - 10.000A
- Mang két néi: 3 pha - 4 day, 3 pha - 3 day,
2 pha - 3 day & 1 pha - 2 day
- Ngd ra: xung ap / dong 24VDC / dong 100mA
- D6 chinh xac: cap 1 (danh cho dién nang)
- Cai d&t hé s6 PT So cép: 100V - 500kV
- Cai dat hé s6 PT Thi cp: 100 - 500V AC (L-L)
- Ngudn cép: 85 - 270V AC
- Truyén théng MODBUS

2,723,000

3,328,000

@009

MFM384-R-C
(70x90)

- Ddng hd do: V, A. Hz, Pf, kW, kVA, kVAr, kWh,
kVArh, kVAh, Téng kWh, kVAh & kVArh

- Hién thi 3 hang, bang LCD c6 dén nén

- S6 hién thi: 1 hang x 4 s6, 2 hang x 7 sb ho&c 3
hang x 7 sb

- Cai dat hé s6 CT: 5A - 10.000A

- Mang két néi: 3 pha 3/4 day,1 pha - 2 day

- Ngd ra: xung ap / dong 24VDC / dong 100mA

- D6 chinh xac: c4p 1 (danh cho dién nang)

- Cai d&t hé s6 PT So cép: 100V - 500kV

- Cai dat hé s6 PT Th c4p: 100 - 500V AC (L-L)
- Ngudn cép: 85 - 270V AC

- Truyén théng MODBUS RTU

3,328,000

AC-RS485-RS232-ISO

- B chuyén dbi RS485 - 232
- Nguén cép: 90 - 270V AC/DC
- Téc dd truyén: 9600 - 115200 BPS

900,000

AC-USB-RS485-02

- Bd chuyén d6i USB - RS485
- Ngudn cép: 90 - 270V AC/DC
- Téc dd truyén: 9600 - 115200 BPS

1,520,000

SELCOM

- Phadn mém giam sat nang lwong SELCOM

- Duing cho toan bd cac san pham cé giam sat théng
qua truyén théng MODBUS RS485 cuia Selec

- Ban tiéu chuan dung cho sé lwong 20 ddng hd

- Ban nang cép sb lwong déng hé tir 20 - 300 céi

www.selec.com
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Gia (VND)

Hinh anh Ma hang Mo ta (C6 VAT)
RO LE BAO VE
! ,w - Ro' le bao vé dong ro va cham dat
299 - Dujc_yc thiét k§ nhé gon gé‘n trén thanh ray
WTe e e i - Hién thj: 3 s6, LCD dén nén
E— - Dung cho mang 3 pha - 4 day va 1 pha - 2 day
2= “ 900ELR-2-230V - Théi gian tac dong tré: 0 - 99 gidy 1,380,000
( r;j;‘.‘;., - Dai dong ro diéu chinh: 10 mA - 30A
P - Test / Reset: phim nhén truéc / tir xa
— 4 -Ngd ra: 2 C/ O (NO/5A, NC/3A @ 250V AC)
- Ngudn cép: 230V AC
CBCT35-1 585,000
- CBCT dung cho Ro’ le bao vé dong ro 900ELR
Oa CBCT70-1 - C6 3 loai dwdng kinh: 120, 70, 35 mm 585,000
- Hé s6 CT: 1000:1
CBCT120-1 1,500,000
- Ro le bao vé dong dién1 pha ( 900CPR-1-230V)
gy - Ro le bao vé dong dién 3 pha ( 900CPR-3-230V)
a3 900(:(';?);116;)230\/ - Buoc thiét ké nhé gon gan trén thanh ray 1,456,000
A - Hién thi: 3 s6, bang man hinh LCD
- 900CPR-1-230V: dung cho dién 1 pha 2 day
- 900CPR-3-230V: dung cho dién 1 pha 2 day, 3 pha
3 day, 3 pha 4 day
- Thoi gian tac déng tré: 0 - 99 giay
_ R - Thap dong: 0 - 999 A
i g ’ 900CPR-3-230V |- Qua dong: 0.5A - 1.2 kA L 714.000
« (3 pha) - Dong mat cén bang ( 900CPR-3-230V) e
-Ngé ra: 1 C/ O(NO/5A, NC/3A @ 250V AC)
- Ngudn cép: 230 V AC
- Mang két néi: 3P3W
- Hién thi qua tai, qua dong, thap dong.
o = - Sy ¢d cham d@ét, Dong ham, Dong khéng can bang
R _ : - Nguoc pha, Mat pha ]
¥ - Hién thi LED : Bat ngudn, Relay ngat
o w MPR-341-2 - Kiém tra va reset chirc nang théng qua tir xa hodc 1,110,000
4 bang phim tai chd
- Gan mat ta
- Ngb ra: 2 C/O (NO/5A, NC/5A @ 250VAC/28VDC)
- Ngudn cép: 90-270VAC/DC
CPorsseney - ReI’ay b?o vé Féng co 3 pﬁa SAdéy. o
- - Chrc nang bao vé: qua tai, mat pha, mat can bang
1::*_7?, pha, nguoc pha.
- Reset: Auto/ Manual/ Remote.
& & MPRéMé"Z?’OV - Cong suét: 3 VA. 910,000
pi A pha) - Tan sb: 45 - 65 Hz.
{ l””:-.“, - C6 3 led chi thi.

- Ngé ra: 2 C/ O(NO/5A, NC/3A @ 250V AC)
- Nguén cép: 230 V AC
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Gia (VND)

Hinh anh M& hang Mo ta (C6 VAT)
- Relay bao vé dong co 3 pha 3 day.
CPrrssena - Chirc ndng bao vé: qua tai, mat pha, mét can bang
— pha, ngwoc pha.
Osss0 1l - Reset: Auto/ Manual/ Remote.
_ MPR-3M-2-415V | _cong suét: 3 VA. 810,000
K K (3 pha) - Tan sb: 45 - 65 Hz.
selec ) - C6 3 led chi thi.
(- - Ngd ra: 2 C/ O(NO/5A, NC/3A @ 250V AC)
p— - Nguon cap: 415V AC
.‘. ' MPCT D15 10A 365,000
- CT dung cho Relay MPR
h ’ . MPCTD1540A | 4 5 10a: 10A 40A, BOA 435,000
MPCT D15 80A 510,000
- Ro' le bao vé dién ap va tan sé
- Puoc thiét ké nhé gon gén trén thanh ray
- Chtrc nang bao vé: thap / qua dién ap; thap /qua tan
s6;
mét can bang pha; thir tw pha va mét pha
- Hién thi: 3 s, bang man hinh LCD
- Dung cho mang 3 pha 3 day, 3 pha 4 day
900VPR-2-280/520V | - Thoi gian tac déng tré: 0 - 99 giay 1,330,000
- Thép ap / qua ap:
280 - 520 V AC (mang dién 3 pha 3 day)
161 - 300 V AC (mang dién 3 pha 4 day)
- Thap / qué tan sé: 45 - 65 Hz
- M4t can bang dién ap: 5 - 99.9%
-Ngb ra: 2 C/ O (NO/5A, NC/3A @ 250V AC)
- Nguén cép: LAy dién ap ngd vao cip ngudn
- Ro le bao vé dién ap
- Puoc thiét ké nhé gon gén trén thanh ray
- Chirc néng béo vé: thap / qua dién ap, mét can
bang pha; th& tw pha va mét pha
- Hién thi: 3 s6, bang man hinh LCD
- Dung cho mang 1 pha 2 day, 3 pha 4 day
VPRD2M - BL - Thoi gian tac dong tré: 0 - 99 giay 950,000
- Qua 4p: 242 - 288 V AC (L-N)
- Thép 4p:127 - 219 V AC (L-N)
- M4t can béng pha: 5 - 30%
- Ngb ra: 2 C / O (NO/SA, NC/3A @ 250V AC)
- Nguén cép: LAy dién ap ngd vao cip ngudn
- Ro le bao vé dién ap
e - Puoc thiét ké nhé gon gén trén thanh ray
333339 - Chirc néng: bao vé thap ap, qua ap, nguwoc pha,
mat pha, mét can bang pha
IQ": 5, selec - C6 LED hién thi nguén va trang thai ngd ra
A ms. 3 - Dung cho mang dién 1 pha 2 day, 3 pha 4 day
i VPRAZM - Thoi gian tac dong tré: 0 - 15 gidy 800,000

- Phan tram béo vé thap ap:55% ~ 95% ctia 230V AC
- Phan tram bao vé qua ap:105% ~ 125% cla 230V
AC

- M4t can bang pha: khi léch &p cac pha > 10%

- Ngd ra: 2 C/O (5A @ 250V AC)

www.selec.com




Hinh anh Ma hang M6 t ?éao (\‘;2%)
- Ro le bao vé dién ap.
J—— - ’Chl:PC néng bao vé: qua ap, thap ap, ngwoc pha,
] . S| matpha )
- e - C6 LED hién thi nguon va trang thai ngo ra
"‘r“l'“gn - Cai dat dg’o’c’ thoi gian ta’p dong tré: 0.2 ~ 10 giay
Y zan® 600VPR- - Buoc thiét ké nhé gon gan trén thanh ray
310/520 - Diing cho mang 3 pha 3 day ( 600VPR- 310/520) 675,000
:@; (3 pha) 1 pha 2 day ( 600VPR-1- 180/300) ’
. - Phan tram béo vé thap ap: -2.5% ~ -25% cla
NEES 415V(230V) AC
- Phan tr&m bao vé qua ap: +2.5% ~ +25% cla
415V(230V) AC
- Ty dong reset khi tinh trang 16i da hét
-Ngd ra: 1 C /O (NO/5A, NC/3A @ 250V AC)
.
'\m N > ~ ~ X
. - Ro le bdo vé ngugc pha va mat pha
\:—Bﬂ - Puoc thiét ké nhd gon gén trén thanh ray
e ot - Duing cho mang 3 pha 3 day, dai dién ap 280 ~
o 600PSR- 528V AC 510.000
X 280/520 - Khi dién ap nhd hon 280V AC ngd ra sé tac dong '
S, - Tw dong reset khi tinh trang 16i da hét
; N . - Thoi gian tac dong ngo ra Ion nhét: 100ms
B - Ngo ra: 1 cap tiep diém (NO/5A, NC/3A @ 250V AC)
i “ - Ro' le bao vé nguwoc pha ,méat pha va dao pha
|L,,_: oo - Bén LED cho ca trang thai nguon va trang thai relay
N — - BPuwoc thiét ké nhd gon gan trén thanh ray va bang ta
il"i"ﬂg'! 642PSR- - Dung cho mang 3 pha 3 day, dai dién ap 280 ~
wlo= 280 ) 290 528V AC 815,000
i | - Khi dién ap nhoé hon 280V AC ngd ra sé tac déng
| . - Ty dong reset khi tinh trang 13i d& hét
L NP ® - Thoi gian tac dong ngd ra I&n nhat: 100ms
WII - Ngé ra: 1 cap tiép diém (NO/5A, NC/3A @ 250V AC)
- Mang két néi 3P - 3 Day
- Hién thi qua tai, qua dong, thp dong, dong ham
bang dén LED
- Khéng can bang pha, ngwoc pha, mét pha, qua ap,
PPRA-4M-3-415V  |thép ap 1,035,000
- LED hién thi : Bat nguén, Ngét Relay (V, |, Ph)
| - 4 phim cho diéu chinh cai dat
- Reset ty ddng hodc bang tay
- Gan thanh Rail
- Mang két néi 3P - 3 Day
e Y - Hién thi qua tai, qua dong, thp dong, dong ham
— | b&ng man hinh LED 7 doan
B - Khéng can bang pha, nguoc pha, mét pha, qua ap,
PPRD-4M-3-415V  |thap ap 1,035,000

- LED hién thj : Bat nguén, Ngét Relay (V, |, Ph)
- 4 phim cho diéu chinh cai d&t

- Reset ty dong hoac bang tay

- G&n thanh Rail
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Hinh anh

M& hang

M6 ta

Gia (VND)
(Cé VAT)

AN-8-0-0-230
(76X147mm )

- Relay trang thai v&i 8 ctra sé (rng v&i 8 ngd vao
Contact

- 6 mau c6 thé lap trinh

- Giao tiép truyén thong RS485 MODBUS RTU
Protocol

- C6 ba ché do: Van hanh, 1ap trinh va kiém tra.

- C6 hai ngd ra cho canh bao va ngét ( c6 thé 1ap trinh
)
- Nguén cép: 90 - 270 VAC

2,900,000

WLCA2M1-CE

- Giam sat mwc nworc tai bé kho va tran

- LED hién thi ché db trip va trang thai Relay

- Ngb ra relay 5A SPST

- Sr dung gidm sat muc nwédc 1 bé.

- Tuy chon giam sat bén thiy cuc hodc bdn phan phdi
- Ngudn cép 85-270 VAC/DC

- Ngo0 ra relay: 10A@250VAC/28VDC

1,110,000

START
[ ]

WLCA-2M-U-CE-ROHS

- Giam sat muc nworc tai bé kho va tran

- LED hién thi ché db trip va trang thai Relay

- S dung giam sat muwc nwéc 2 bé, 1 bé.

- Tuy chon giam sat bdn thly cuc va bdn phan phéi
- Nguén cép 85-270 VAC/DC

- Ng0 ra relay: 10A@250VAC/28VDC

885,000

WLC Sensor

- Cam bién chuyén dung danh cho relay giam sat
muwc nwdc

- Thép khong ri dang d&c biét dung dé bat thanh bén
chira.

220,000

BO NGUON 24vDC

24VDC,1.1A QUTPUT

RP-2M-1.1A-24VDC

I B0

RP-2M-1.1A-24VDC

- Dién ap: 24VDC / Dong dién : 1.1A / Céng suét:
26.4W

- Phan tram cho phép qua tai 5

- Tiéu chuan an toan IEC61010-1

- Bao vé qua tai

- Ngudn cép: 100~270VAC / 100-300 VDC

- Cho phép qua tai 5% - 50%

- Bao vé bang cau chi chéng chay nd

560,000

www.selec.com
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Gia (VND)

(144x144)

Hinh anh M& hang Mo ta (C6 VAT)
" 0080 T - Ng6 vao: 90 - 265 VAC hoac 127 - 370 VDC
e s - Tan sb: 50/60Hz
W G0W e - Dién ap: 24 - 28 VDC
w +e - Dong dién : 2.5A
N cen RPS60-24 - Cong suat: 60W 650,000
W selec g0y - Tiéu chuén an toan IEC va UL
W Reseo-24-CE - Phan trdm cho phép qua tai: 10% - 40%
m-'z_A'«f'v&"c'ém - Bao vé qua tai, qua ap ]
9@ I - Bao vé tw ngat chong chay n6
el 00o® I - Ng6 vao: 90 - 265 VAC hoac 127 - 370 VDC
M e - Tan s6: 50/60Hz
1200 e - Dién ap: 24 - 28 VDC
w oo - Dong dién : 5A
w cen RPS120-24 - Céng suat: 120W 730,000
N [SEEC g - Tiéu chudn an toan IEC va UL
RPS120-24-CE - Phan tram cho phép qua tai: 10% - 40%
RN .,,,,_Iz_.'z‘v::'é’gm - Bdo vé qua tai, qua ap
99 [ - Bao vé tw ngat chéng chay nd
=~ : - Ngé vao: 90 - 265 VAC hodc 127 - 370 VDC
W o - Tan sb: 50/60Hz
N BT o - Dién ap: 24 - 28 VDC
N | - Dong dién : 10A
N -2 - RPS240-24 - Cong suét: 240W Lién hé
N - Tiéu chudn an toan IEC va UL
W sisace - Phan tram cho phép qua tai: 10% - 40%
N e - Bao vé qua tai, qua ap
e T - Bao vé tw ngét chéng chay nd
ececveoe - Ng6 vao: 90 - 265 VAC hoac 127 - 370 VDC
e - Tan s6: 50/60Hz
Tetw - - Dién &p: 24 - 28 VDC
] - Ddng diép 1 20A
e RPS480-24 - Cong suat: 480W Lién hé
lec < - Tiéu chuan an toan IEC va UL
SELEC xa - Phan tram cho phép qua tai: 10% - 40%
Presosve - Bao vé qua tai, qua ap
‘::‘"f'“ L - Bdo vé tw ngét chdng chay nd
BO DIEU KHIEN TU BU
- Man hinh hién thj LED
APFC 147-108 - Mang két ndi: 1P2W, 2P2W 2,223,000
(144x144) - St dung ché do didu khién théng minh
- 4 ché do: Automatic/Linear/Rotational/Manual
- Diéu khién 8 / 12 cép, ngb ra relay
- Biéu chinh hé sb cong suét ty dong / bang tay
APEC 147-112 - C? pa:%sworsi bao 'vé 2 Ic"rp, Sén’h bao ’CT Angu’o’c
- Béo vé va canh bao: qua/thap ap, qua/thap cose 2,700,000

- Ngudn cép: 90 - 550V AC

www.selec.com
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Hinh anh

M& hang

M6 ta

Gia (VND)
(Cé VAT)

APFC 148-312
(144x144)

- Hién thi day du cac thong sé tir cong suat dén nang
lwgng va nhiét dé

- Man hinh hién thj LCD véi hai mau.

- Hién thj 3 dong 4 sb cho théng sb hé théng

- Mang két néi: 3P4W, 3P3W, 2P2W, 1P2W

- Thong sb cai dat CT: tir 5A dén 9999A

- Théng sb cai dat PT so cap 100V - 500V

- Théng sb cai dat PT thi cap: 100V - 500kV

- 4 ché do: Automatic/Linear/Rotational/Manual

- Diéu khién 8 / 12 cép, ngb ra relay

- Biéu chinh hé sb cong suét tw ddng / bang tay

- C6 password bao vé 2 I1&p, canh bao CT ngugc
- Bao vé va canh bao: qua/thap ap, qua/thap cose
- Ngudn cép: 90 - 550V AC

- C6 truyén théng MODBUS RS485

5,000,000

DPIEU KHIEN NHIET DO

TC544C (48x48)

- Hién thi bang LED 7 doan, 2 hang, mdi hang 4 sb

TC544B (48x48)

- Ché d6 diéu khién PID hodc ON/OFF
- Ngo vao: Thermocouple (J, K.T,R, S) / RTD (Pt100)
- Hai diém cai dét, 2 ngd ra, chirc nang auto-tuning

TC244AX (72x72)

TC344AX (96x96)

- Ngbé ra diéu khién: Relay: 5 A @250V AC / 30V DC;
SSR: 12V DC, 50mA

- Ng6 ra canh bao: Relay: 5 A @250V AC / 30V DC

- Ngudn cép: 85 ~ 270V AC/DC, (24V AC/DC dat
hang)

1,060,000

1,060,000

1,185,000

1,195,000

TC533AX (48x48)

TC533BX (48x48)

- Hién thi bang LED 7 doan, 2 hang, méi hang 3 sb

- Ché d6 diéu khién PID hoac ON/OFF.

- Ng0 vao: Thermocouple (J, K.T,R, S) / RTD (Pt100)
- Mét diém cai dat, 1 ngd ra, chirc ndng auto-tuning.
- Ngb ra diéu khién: Relay: 5 A @250V AC / 30V DC;
SSR: 12V DC, 50mA.

- Nguén cép: 85 ~ 270V AC/DC, (24V AC/DC dét
hang)

900,000

750,000

f selec

TC513AX (48x48)

TC203AX (72x72)

TC303AX (96X96)

- Hién thi bang LED 7 doan, 1 hang 3 sb

- Ché d6 diéu khién PID hoac ON/OFF

- Ng6 vao: Thermocouple (J, K.T,R, S) / RTD (Pt100)
- Mot diém cai dat, 1 ngd ra, chirc nang auto-tuning

- Ngb ra diéu khién: Relay: 5 A @250V AC / 30V DC;
SSR: 12V DC, 50mA

- Ngudn cép: 85 ~ 270V AC/DC, (24V AC/DC dat
hang)

775,000

875,000

960,000

CH403-3-NTC
(48x96)

- Hién thi: 3 s6, dang LED
- Ché d6 diéu khién: ON / OFF (D6 tré& - 0.1 - 9.9%
- 1 diém cai dat nhiét do
- Ng6 ra: + Chinh: Relay
+ Cénh bao: Relay / SSR
- Do tré thoi gian khéi dong: 0 - 99 phat
- Ché d6 hoat dong clia Relay: Heat & Cool
- Nguén c4p:85 - 270V AC/DC (24V AC/DC dét hang)

785,000

www.selec.com
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Gia (VND)

0-5V DC, 0-10VDC
- Ngudn cép: 85 - 270V AC/DC

N N M6 ta
Hinh anh M& hang 6 ta (C6 VAT)
0-0-01 Ng6 vao da nang, ngd ra Relay + 2 Alarm ( Relay) 2,735,000
1-0-01 Ng6 vao da nang, ngd ra SSR + 2 Alarm ( Relay) 2,735,000
2-0-01 Ngo6 vao da nang, ngd ra 4 - 20mA + 2 Alarm ( Relay) 3,530,000
3-0-01 Ng0 vao da nang, ngd ra 0 ~ 10V + 2 Alarm ( Relay) 3,530,000
Ngd vao da nang, ngdra 4 -20mA/0~ 10V + 2
2-0-04 Alarm ( Relay) Ngé ra truyén thong RS485 5,405,000
0-0-00 Ngd vao TC/ Rtd, ngd ra Relay + 1 Alarm ( Relay ) 2,118,333
0-0-01 Ng6 vao TC/ Rtd, ngd ra Relay + 2 Alarm ( Relay ) 2,470,000
Ngd vao TC/ Rtd, ngd ra Relay + 1 Alarm ( Relay ) +
0-0-04 Ngé ra truyén théng RS485 3,960,000
2-0-00 Ngd vao TC/ Rtd, ngd ra 4 - 20mA + 1 Alarm ( Relay) 2,205,000
-0- Ngd vao TC/ Rtd, ngdra 0~ 10V + 1 Alarm ( Rela 2,205,000
PID500 - T 3-0-00 g g ( y)
BO HIEN THI DA CHU'C NANG
- Bo hién thj xr ly
- Hién thi 1 hang, 4 sb, dang LED
P|01281A£-230 - Ng& vao: Thermocouple: J/ K/ T/ R/ S/ Pt100 860,000
(48x96) - D6 phan giai: 1/0.1 do
- Nguén cép: 230V AC
- B6 hién thi x( ly
- Hién thi 1 hang, 4 sb, dang LED
P'ClgéAé\é"%o - Ng5 vao: Tin hiéu DC: 0-10V, 0/4 - 20mA 860,000
(48x96) - Do phan giai: 1/ 0.1/ 0.01/ 0.001
- Nguén cép: 230V AC
- B6 hién thj da nang, ngd ra chuyén tiép
- Hién thj 1 hang, 4 s6, dang LED
PIC152A-VI - Ngo vao: + Thermocouple: J/ K/ T/ R/ S..... 1,310,000
(48x96) + RTD: Pt100/ Pt1000
. == + Tin hiéu DC: -5 - 56mV, 0 - 100mV,
e — | 0-10V, 0/4 - 20mA
- D6 phan gidi: + TC/ RTD: 1/ 0.1 d6
+ Ngd vao Analog: 1/ 0.1/ 0.01/ 0.001
PIC152A-VI-C - Ngb ra:+ Alarm: 2 ng6 ra 2 950 000
(48x96) + Retransmission (tuy chon): 0/4 - 20mA DC, 19

www.selec.com
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Gia (VND)

Hinh anh Ma hang Mo ta (C6 VAT)
BO PIEU KHIEN LAP TRINH ( PLC)
. - Bo diéu khién lap trinh
e - Ngé vao digital: 8 (PNP), 1 ngd vao tbc do cao.
s o - Ngb ra relay: NO; 5A@28VDC,5A@240VAC.
2 DIGIX-1-1-1-230V - Céng truyén théng: RS485(Slave), RS485(Master). 2,850,000
- N - Tich hgp man hinh HMI: LCD 2 x 8 ki tw, 5 phim
111117 chirc nang.
SOVIGKAX K P9

- Ngudn cép: 230VAC(180 - 270 VAC)

www.selec.com
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Hinh anh

Ma hang

Gia (VND)
(Cé VAT)

TWIX-1-230V

- Bo diéu khién lap trinh

- Ngé vao digital: 6 (PNP), 1 ngd vao tbc do cao, 1 ngd
vao analog: J,K, T,R, S,C,E, B, N, L, U, W, PLTNL,
mV(-5 - 65 mV), RTD vé&i d6 phan giai 14 bit

- Ng6 ra digital: 4 relay NO; 5A@28VDC,
5A@240VAC.

- Céng truyén thong: RS485(Slave).

- Tich hgp man hinh HMI: LED 2 line, 8 LED 4o, 6
LED xanh, 5 phim chic nang.

- Ngudn cép: 230VAC(180 - 270 VAC), 50Hz.

3,328,000

BO DINH THO'I GIAN

800POD

- Timer OFF delay

- Dai thoi gian: 180 giay

- Ngb ra: 2 CO (5A@230VAC / 24VDC)
- Nguén cép: 110 ~ 240V AC / DC

- Kich thuée: 22.5 mm

960,000

800SQ-A

- Timer ON delay, Interval
- Dai thoi gian: 3/ 10/ 30/ 60 giay
3/10/30/60 phat
- Ng6 ra: 1 CO (5A@ 250VAC/24VDC)
- Nguén cép: 230V AC hoéc 24VAC/DC (50/60 Hz)
- Kich thuwée 22.5 mm

335,000

800XC

- Timer hoat ddng theo chu ky tuan hoan, bat dau ON
hoac OFF

- Dai thoi gian: 1 ~ 10 gidy, 1 ~ 10 phat, 1 ~ 10 gi©

- Ngé ra: 2 CO (5A@250VAC / 24VDC)

- Nguén cép: 20-240VAC (50-60Hz) ho&c 12-240VDC
- Kich thuéc: 22.5 mm

575,000

800SD-2

- Timer khéi dong Sao - Tam giac
- Dai thoi gian: 3 ~ 30 giay, 6 ~ 60 giay
- Thoi gian chuyén tir Sao qua Tam giac 50/100ms
- Ngb ra:
+1 CO (5A@250VAC / 24VDC) cho kh&i dong sao
+1 CO (5A@250VAC / 24VDC) cho khé&i dong tam
giac
- Ngudn cép: 230VAC / 110VAC / 230 - 415 VAC
(50/60 Hz)

- Kich thuéce: 22.5 mm

400,000

www.selec.com
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Hinh anh

Ma hang

Gia (VND)

(Co VAT)
Timer ON delay
o TR - Dai thoi gian:
‘%g 0.1 ~ 1 giay, 0.3 ~ 3 giay, 1 ~ 10 giay, 3 ~ 30 giay
|y 0.1 ~ 1 phat, 0.3 ~ 3 phat, 1 ~ 10 phat, 3 ~ 30 phat
b ’:';:,,,; 0.1 ~1gi®, 0.3 ~ 3 givv
: g 600ST-240 mgzg:.cléso (5A@250VAC / 24VDC) 400,000
8 + 240V AC (50/60 Hz) (dung cho 600ST-240)
U e + 24VDC cho ma hang (600ST-24)
£ - Kich thwée: 17.5 mm
T, - Timer ON delay, Interval, , Repeat cyclic equal OFF
‘@;@@h firs, Repeat cyclic equal ON firs, Pulse output 500ms
e 0 fixed.
selec g - Dai thoi gian:
0.1 ~ 1 giay, 0.3 ~ 3 giay, 1 ~ 10 giay, 3 ~ 30 giay
600XU 0.1 ~ 1 phat, 0.3 ~ 3 phut, 1 ~ 10 phat, 3 ~ 30 phat 570,000
0.1 ~ 1 gi®, 0.3 ~ 3 gi®
- Ngé ra: 1 CO (5A@250VAC / 24VDC)
- Nguén cép: 20 ~ 240VAC (50/60 Hz) hodc 12-240
VDC
- Kich thwde: 17.5 mm
EX ) - Timer kh&i ddng Sao - Tam gi4c.
b - Dai thoi gian: 3 ~ 30 giay, 6 ~ 60 giay
"', . - Thoi gian chuyén tir Sao qua Tam giac 50/100ms
" (] - 0O .
i w‘- |:l_§1]00f(a)- (5A@250VAC / 24VDC) cho khéi dong sao
N 600SD-2-230 +1 CO (5A@250VAC / 24VDC) cho khdi dong tam 510,000
S giac sz
e - Nguon cap:
230V AC (50/60 Hz) (dung cho 600SD-2-230)
'r 110V AC (50/60 Hz) (diing cho 600SD-2-110)
- - Timer da chirc nang hién thi man hinh LCD
k ﬁ - Céac chirc nang: On delay, Interval, Asymmetrical
T G cyclic OFF first, Asymmetrical cyclic ON first, Repeat
| = EPR cyclic equal OFF first, Repeat cyclic equal ON first,
" selec Pulse output, Delay on break, Delay on make/Delay on
299 break, Interval after break, Single shot, Retriggerable
59 600DT Single shot, Latching relay, Delay on make with 747,000
_ o Totalise, Interval with Totalise

- Dai thoi gian da dang:
0 ~ 99.9 giay / phat / gi® ; 0 ~ 999 giay / phut / gi&y
0 ~ 9:59 phut:giay ; 0 ~ 9:59 gid:phut

-Ngé ra: 1 C/O 8A @ 250V AC

- Nguén cép: 20 ~ 240V AC/DC

www.selec.com
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Hinh anh

M& hang

Gia (VND)
(Cé VAT)

TS2M1-1-16A-230V

- Timer Switch hién thi man hinh LCD
- Cac chi bao: Auto/ Manual, Holiday, Relay status,
Day of week, Programming mode.
- Chu ki chay: 1 tuan.
- Téng chwong trinh trong tudn: 50 bwéc ON, 50
buwéc OFF.
+ 2 chwong trinh x 25 bwéc.
+ 3 chwong trinh x 16 bwérc.
+ 4 chwong trinh x 12 bwéc.
+ 5 chwong trinh x 10 bwérc.
+ 6 chwong trinh x 08 budrc.
+ 7 chwong trinh x 07 bwérc.
+ 8 chwong trinh x 06 budc.
- S ngay I&: 16 ngay.
- Ng6 ra: 1 C/O 16A @ 250V AC
- Nguén cép: 230V AC

855,000

299

"
selec TS2M1

i
-

SIS

« C
P

TS2M1-2-16A-230V

- Timer Switch hién thi man hinh LCD
- Hién thi: Auto/ Manual, Holiday, Relay status, Day of
week, Programming mode.
- Chu ki chay: 1 tudn véi hai chwong trinh hoat dong
doc lap.
- Téng chwong trinh trong tuan: 30 bwéc ON, 30
buwéc OFF.

+ 1 chwong trinh x 30 bwéc.

+ 2 chwong trinh x 15 buéc.

+ 3 chwong trinh x 10 buéec.

+ 4 chwong trinh x 7 bwéc.

+ 5 chwong trinh x 6 bwéc.
- S6 ngay |&: 16 ngay.
- Ngb ra: 2 C/O 16A @ 250V AC (hoat déng doc l1ap)
- Nguén cép: 230V AC - 50/60Hz

1,200,000

TS1IW1-1-20A-230V

- Timer Switch hién thi man hinh LCD
- Cac chi bao: Auto/ Manual, Holiday, Relay status,
Day of week, Programming mode.
- Chu ki chay: 1 tuan.
- Téng chwong trinh trong tudn: 50 bwéc ON, 50
buwéc OFF.
+ 2 chwong trinh x 25 bwéc.
+ 3 chwong trinh x 16 budéc.
+ 4 chwong trinh x 12 buéc.
+ 5 chwong trinh x 10 buéec.
+ 6 chwong trinh x 08 budc.
+ 7 chwong trinh x 07 buéec.
+ 8 chwong trinh x 06 budc.
- S6 ngay |&: 16 ngay.
- Ng6 ra: 1 C/O 20A @ 250V AC
- Nguén cép: 230V AC - 50/60Hz

665,000
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Hinh anh

Ma hang

M6 ta

Gia (VND)
(Cé VAT)

BO HIEN THI TOC PO VA BPEM TONG

XC10D
(48x96)

- B6 dém tbng

- Hién thi 1 hang, 6 sb, dang LED

- Dai dém: 999999

- C6 chrc nang nh¢ dir lieu

- Hwéng dém: lén

- Reset bang phim truéc

- Loai Sensor: NPN, PNP

-Tbc dd ngd vao: 3Hz, 30Hz, 1kHz
- Nguén cép: 90 - 270V AC/DC

855,000

XC1200
(48x96)

- B6 hién thij téc d6 va dém tdng

- Chtrc ndng dém: 6 s6: 0.0001 t&i 999999

- Hién thj tc do: 5 sb: 4 t&i 99999 vong/ phut hodc
vong/ gi¢

- C6 kha nang dém tang hoac gidm

- C6 2 diém cai dat

- C6 2 ngo ra: Relay 5A @ 230VAC/24VDC

- Téc d6 ngd vao: 0 - 30Hz ho&c 0 - 2.5 KHz hoac 0-
5kHz

- Dang ngd vao: xung ap 3 ~ 30VDC tir cdm bién tiém
can, Encoders, hodc tir tiép diém

- Ngudn cép: 85 ~ 270 V AC/DC

1,925,000

RC102C
(48X96)

- B6 hién thij téc d6 va dém tbng

- Chtrc nadng dém: 6 s6: 0.01 t&i 999999

- Hién thi tc do: 4 sb: 4 t¢i 9999 vong / phut hodc
mét / phut

- Téc dd ngd vao: 0 téi 30Hz hodc 0 tdi 2.5 KHz

- Dang ngd vao: xung ap 3 ~ 30VDC t&» c&m bién tiém
can, Encoders, hodc tir tiép diém

- Nguén cép: 85 ~ 270 V AC/DC

1,285,000

TT412
(36X72)

- Thiét bi dém tdng thoi gian
- Hién thj téi da dwoc 6 sb
- Dai thoi gian:
99999.9 / 999999 giay
99999.9 / 999999 phut
99999.9 / 999999 gid
- Ngé vao: tiép diém
- C6 kha nang reset va nh¢ dwoc gia tri 10 nam
- Ngudn cép: 85 ~ 270V AV/DC

950,000

LT920-V (24X48)

LT920-C (24X48)

- Thiét bi dém tbng thoi gian

- Hién thj t6i da dwoc 8 sb

- Dai thoi gian: 9999:59:59 gio:phut:giay, 999999:99
gio

- Ngb vao: dién ap 24 ~ 260V AC

- C6 kha nang reset va nh& dwoc gia tri 5 nam

- Ngudn cép: dung pin

430,000

688,000
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Hinh anh M4 hang Mé ta ((;(':Z(\‘,'R%)
BIEN DONG CT Hé s6 bién dong Sai S6 (%) Céng suat(VA)
SPCT-62/30-50/5 50/5 Class 3 2.5 335,000
SPCT-62/30-75/5 75/5 Class 3 3 335,000
SPCT-62/40-100/5 100/5 Class 1 3 335,000
SPCT-62/40-150/5 150/5 Class 1 3 335,000
SPCT-62/40-200/5 200/5 Class 1 3 335,000
SPCT-62/40-250/5 250/5 Class 1 3 335,000
(D O SPCT-62/40-300/5 300/5 Class 1 3 335,000
1 SPCT-80/40-400/5 400/5 Class 1 5 406,000
i SPCT-80/40-500/5 500/5 Class 1 5 406,000
& SPCT-80/40-600/5 600/5 Class 1 5 406,000
e SPCT-100/60-800/5 800/5 Class 1 10 628,000
SPCT-100/60-1000/5 1000/5 Class 1 10 684,000
SPCT-100/60-1200/5 1200/5 Class 1 15 721,000
SPCT-145/100-1500/5 1500/5 Class 1 15 739,000
SPCT-145/100-2000/5 2000/5 Class 1 15 952,000
SPCT-145/100-2500/5 2500/5 Class 1 15 1,127,000
SPCT-145/100-3000/5 3000/5 Class 1 15 1,322,000
SPCT-145/100-3500/5 3500/5 Class 1 15 1,478,000
SPCT-145/100-4000/5 4000/5 Class 1 15 1,829,000
Diéu khoan thwong mai
Bang gia trén da bao gdm thué VAT 10%
Gia trén sé dwoc thay ddi ma khong can bao trwéc.
Thoi gian bao hanh: 12 thang ké tir ngay giao hang.
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